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Stirlitz Media IP & Broadcast Software Suite
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Metadata

Inspector

Podcaster

Stirlitz Media Logger Server

in: IP (direct); SDI, audio & RF thru 3rd party cards

out video, audio and metadata presented by Players,
Podcaster, API & command-line calls

IP Multiviewer + Monitor

in: IP (direct)

out: mosaics on screens and in browsers,
alarms; TS analysis reports

in: data files representing recordings; media files
(with metadata) to be fingerprinted
out: detection reports of fingerprinted media

out: automated, scripted exports of selections
of recorded media & metadata

Instant Access to all recordings

Users

Production

- fast manual exports of live content,
seconds after broadcast,
for instant re-purposing

- automated Podcaster scripts feed
content to online & app (does not
need separate worksation, can
share workstation with SML Player)

News

- Multiviewer screens show
news channels and sources

- journalists have instant access
thru SML (web)Players

Sales/Marketing

- Inspector reports verified
own commercial play-out
and monitors competition

- use SML webPlayer
on tablets to demo content

Remote

- selected users have full
access wherever they are

- on notebooks, mobile
i0S & Android devices

during client visits
- multiviewer mosaic in browser
on second screen
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from sources to suite:

CC, RD!

broadcast & IP > compliance e« recording « multiviewer e

Capture any external source

Convert to IP or use supported capture equipment

- embedded metadata (EPG, SCTE35,
S, GPI)

- external metadata (as-run, ratings)

from suite to users:

- captured metadata: EPG, SCTE3S, CC, asun. ratings, RDS, GPI
- measured metadata: volume, loudness, bitrate. signal level
- calculated metadata: loudness breaches
- alarms triggered by freeze-frame, signal loss, extended silence
- automated av/metadata-exports from Podcaster, triggered
by time andlor metadata
-TS stream analysis reports from Monitor
- content detection reports from Inspector

On generic Windows servers, local or in the cloud

-

from users to suite:

S

manuall added commentshags to Timeline
media fles to be fingerprinted for etection

MCR / Engineering

Authorized users only, wherever they are

monitoring

software - under your control - local or in the cloud



